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LED Light
Indoor Commercial Lighting

Tel:+86 755-2342 7739    Fax:+86 755-2342 7738

Add: Bldg. A, Xuesheng Industrial Area, Hongqiaotou Community,

Songgang Street, Bao'an District, Shenzhen, China

Shenzhen ATA Technology Co., LTD



LED DRIVER
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Product Advantages:

Aluminum alloy frame is  dissipation material

No flicker, comfortablelighting is even, soft and 

Both dimmable & non-dimmable are available 

Warranty: 5 years

Optional Function: 0-10V dimmable

Material: Aluminum +PMMA

Color (CCT): 6000K

Silver & white frame are for choice
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Product Parameters

Item No. Power

Product

Dimension

(mm)

Input Voltage LED Driver
Output

voltage

Current

(mA)

US-P14F40WD-60K 40W 303*1213*10.6 AC100-277V DIM 0-10v DC36V 1050

Dimension:



Application：
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Installation Instruction 

 

 

 

1.Remove the same size of gypsum 
board as picture 1

2. Connect power supply well as picture 2 3. Put  the light on the ceiling, as picture 3

 4.as picture 4 5. Turn on the light and check if it is ok
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2PCS

Packing information:

Size Q'TY/CTN Carton Size (cm) G.W./CTN ( Kg )

1*4FT 2pcs /ctn 1268*10.5*36 6.80
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